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Title: 
Wheelchair Lift Preventative Maintenance Schedule (Sample 1)
Author: 
North Carolina Department of Transportation (NCDOT)
Date: 
August 2003 
Summary: This document written by the North Carolina Department of Transportation proposes that agencies perform wheelchair lift maintenance at scheduled intervals according to a number of cycles or elapsed time, and details what should be checked at each cycle or time increment.
Wheelchair Lift Preventative Maintenance Schedule

Perform lift maintenance at scheduled intervals according to number of cycles or elapsed time, whichever comes first.  Correct any potentially dangerous situations at once.  Thoroughly read the maintenance and operation manual to fully understand the wheelchair components and its locations.

Every 2 weeks
Grease:
Whale slots

Or 50 cycle



Fold slots (bridge plate ends)






Safety barrier latch
Every 4 weeks
Light oil:
Whale pins
Or 100 cycles



Safety barrier hinge






Bridge plate hinge






Platform fold bearings






Horseshoe pivot pins

Every year

Change pump oil:


Or 1250 cycles
1 qt. Transmission fluid type “A” (fill to ½” of breather cap with lift down and unfolded)




Inspect and replace if needed:






Cotter pins






Weldment lever






Whale slots






Horseshoe pivot






Fold slots






Platform fold bearings






Power cable




Decals

Replace if missing or if not legible

Mounting:
Check to see that lift is securely anchored to vehicle and there are no loose bolts, broken welds, or stress fractures.

Also:
Remove cover and inspect cylinder, chains, bearings
Hoses and wires for wear or damage.  See that all bolts are tight. 

Transit Bus Safety and Security Program

FTA, AASHTO, APTA, CTAA


