
A Sample Preventive Maintenance Schedule

Be alert and ready to make schedule alterations according to your specific needs.  When making alterations, be sure to document any changes and update this list for reference.

Regularly:
  Clean vehicle interior and exterior – determine need by the amount of use and road conditions (when salt is used for clearing roads and chloride compounds are used to control dust, the vehicle may require more frequent cleaning.)

Every Year:  
Flush radiator.  Replace coolant.  Service air conditioner.

Every 2 Years:
Replace all hoses; more often, if necessary.

Every 4 Years:
Replace battery.

Mileage Specific:

3,000
Change oil, oil filter – lubricate chassis

6,000
Change oil, oil filter – lubricate chassis – rotate tires

9,000
Change oil, oil filter – lubricate chassis – inspect drive belts, adjust belt tension – in dusty areas, change air filter  

12,000
Change oil, oil filter – lubricate chassis – rotate tires

15,000
Change oil, oil filter, air filter* and PCV valve** – lubricate chassis 

18,000
Change oil, oil filter – lubricate chassis – rotate tires - inspect drive belts, adjust belt tension – in dusty areas, change air filter  

21,000
Change oil, oil filter – lubricate chassis – change front and rear brake pads

24,000
Change oil, oil filter, fuel filter, spark plugs – lubricate chassis – rotate tires – service transmission, replace transmission fluid and filter – pack wheel bearings – engine tune-up**

27,000
Change oil, oil filter – lubricate chassis – inspect drive belts, adjust belt tension – in dusty areas, change air filter  

30,000
Change oil, oil filter, air filter* and PCV valve** – lubricate chassis – rotate tires

33,000
Change oil, oil filter – lubricate chassis 

36,000
Change oil, oil filter – lubricate chassis – rotate tires- inspect drive belts, adjust belt  tension – in dusty areas, change air filter  

39,000
Change oil, oil filter – lubricate chassis

42,000
Change oil, oil filter – lubricate chassis – change front and rear brake pads - rotate tires

45,000
Change oil, oil filter, air filter* and PCV valve** – lubricate chassis – inspect drive belts, adjust belt tension – in dusty areas, change air filter  

48,000
Change oil, oil filter, fuel filter, spark plugs – lubricate chassis – rotate tires – service transmission, replace transmission fluid and filter – pack wheel bearings – engine tune-up** - 
Replace EGR valve and clean EGR passage, ignition cables, distributor cap and rotor drive belts (V-type only), vacuum-operated emission system components

51,000 
Change oil, oil filter – lubricate chassis

54,000
Change oil, oil filter – lubricate chassis – rotate tires - inspect drive belts, adjust belt tension – in dusty areas, change air filter  

57,000
Change oil, oil filter – lubricate chassis

60,000
Change oil, oil filter, air filter* and PCV valve** – lubricate chassis – rotate tires

63,000
Change oil, oil filter – lubricate chassis – inspect drive belts, adjust belt tension – in dusty areas, change air filter – change front and rear brake pads  

66,000
Change oil, oil filter – lubricate chassis

69,000
Change oil, oil filter – lubricate chassis

72,000
Change oil, oil filter, spark plugs – lubricate chassis – inspect drive belts, adjust belt tension – in dusty areas, change air filter – rotate tires – service transmission, replace transmission filter and fluid – pack wheel bearings – engine tune-up**

75,000
Change oil, oil filter, air filter* and PCV valve** – lubricate chassis

78,000
Change oil, oil filter – lubricate chassis – rotate tires

81,000
Change oil, oil filter – lubricate chassis – inspect drive belts, adjust belt tension – in dusty areas, change air filter

84,000
Change oil, oil filter – lubricate chassis – rotate tires – change front and rear brake pads

87,000
Change oil, oil filter – lubricate chassis 

90,000
Change oil, oil filter, air filter* and PCV valve** – lubricate chassis – inspect drive belts, adjust belt tension – rotate tires

93,000
Change oil, oil filter – lubricate chassis

96,000
Change oil, oil filter, fuel filter, spark plugs – lubricate chassis – rotate tires – service transmission, replace transmission fluid and filter – pack wheel bearings – engine tune-up** - 
Replace EGR valve and clean EGR passage, ignition cables, distributor cap and rotor drive belts (V-type only), vacuum-operated emission system components

99,000
Change oil, oil filter – lubricate chassis – inspect drive belts, adjust belt tension – in dusty areas, change air filter

102,000
Change oil, oil filter – lubricate chassis – rotate tires

105,000
Change oil, oil filter, air filter* and PCV valve** – lubricate chassis – change front and rear brake pads

108,000
Change oil, oil filter – lubricate chassis – inspect drive belts, adjust belt tension – in dusty areas, change air filter – rotate tires

*In dusty areas, the air filter should be changed every 9,000 miles

**PCV valve, brake pad replacements and engine tune-ups may need to be performed more often than suggested in this exhibit.

