Appendix C – PM Guide and Checklist
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VEHICLE NO TIME ON [ TIME OFF
DATE DATE OF LAST REVISION
ODOMETER DUEFOR (A B C D) INSPECTION (select one)

SYMBOLS: A-ADJUST; C-CLEAN; CH-CHANGE; I-INSPECT; L-LUBRICATE; O-OBSERVE; OT-OPERATING
TEST; S-SERVICE; T-TIGHTEN; D-TEST DRIVE.

PM LEVEL ITEM PROCEDURE
D|C|B|A

VEHICLE INTERIOR | Protect vehicle interior to prevent soiling cushions, controls, carpets, etc.

INSTRUMENTS While driving vehicle into shop, O and I all instruments and controls,
indicator lights, OTbrakes and steering

LIGHTS/MIRRORS 1 lights, reflectors, and mirrors. Check all lenses, reflecting surfaces +

INSIDE/OUTSIDE mountings

‘WINDSHIELD O operation, I blade condition

WIPERS S washer reservoir

BATTERY I specific gravity, S water level,
C & T cable connections, I cables

BRAKE SYSTEM S fluid level, I leaks & hoses

WHEEL BEARINGS G, 1, & repack. I lining wear, leaks

STEERING S fluid level, I for leaks

TRANSMISSION S fluid level, I for leaks, I linkage

TRANSMISSION CH fluid & filter

ENGINE CH oil & filter, C PCV valve & breather
I all pollution control equipment,
I&A all belts, C or CH air cleaner element

CHASSIS L all fittings, I complete chassis, including universal joints

REAR AXLE 1 leaks, S lubricant level, C breather

ENGINE Perform tune-up per manuf. specifications CH spark plugs, I plug wires,
distributor cap, rotor & mechanical and vacuum spark advance, CH air
cleaner, CH fuel filter

SEATBELTS, WHEELCHAIR | L, C, all

SECUREMENTS

WHEELCHAIR LIFT S fluid level, I leaks, T lift, L and I mechanism, I&L lift compartment doors,
I&A lift limit switches

WHEELS/TIRES 1 uneven wear, condition, T lug nuts

EXTERIOR I dents, paint and body damage

INTERIOR I seat belts, carpets, seats, headliner, door panels, fire extinguisher

ROAD TEST D short test drive

Inspected By:

Approved By:





